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E L E C T R O N I C S  E M

BUZZER 8VA 230V~1M
- signal buzzer
- the sound emission has the same lasting time as 
  the control operation
- supply voltage 230V~ 50Hz 8VA

BUZZER 8VA 12V~1M
- signal buzzer
- the sound emission has the same lasting time as 
  the control operation
- supply voltage 12V~ 50Hz 8VA

BELL 8VA 230V~1M
- signal bell
- the sound emission has the same lasting time as
  the control operation
- supply voltage 230V~ 50Hz 8VA

BELL 8VA 12V~1M
- signal bell
- the sound emission has the same lasting time as 
  the control operation
- supply voltage 12V~ 50Hz 8VA

SUMMER 8VA 230V~ 1M
- Signalsummer
- der Klingelton dauert an, solange Sie auf die Taste drücken
- Versorgung 230V~ 50Hz 8VA

SUMMER 8VA 12V~ 1M
- Signalsummer
- der Klingelton dauert an, solange Sie auf die Taste drücken
- Versorgung 12V~ 50Hz 8VA

KLINGEL 8VA 230V~ 1M
- Signalklingel
- der Klingelton dauert an, solange Sie auf die Taste drücken
- Versorgung 230V~ 50Hz 8VA

KLINGEL 8VA 12V~ 1M
- Signalklingel
- der Klingelton dauert an, solange Sie auf die Taste drücken
- Versorgung 12V~ 50Hz 8VA
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