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CUSTOMER

PRODUCT NAME

DRAWNBY CHECKBY APPOBY DATE

ITEM NO.

UNIT MM

REV.DATEBY CHK REVISION RECORD MODIFICATIONS

V0NEW

SYNERGY21

manufacture

 country:
CHINA

SYNERGY21 SYNERGY21 SYNERGY21 2022-05-16

2022-05-16

193

6
0

PG21 PG21 PG13.5

S215582

Fiber Optic Distribution

Box

Model Applicable CableSeal

12 * φ2mmPG21

Model Applicable CableSeal

1 * φ6-φ12mmPG13.5

PG21 PG21 PG13.5

Accessory:

Transparent tube * 2pcs

Screw sets * 4sets

Cable Tie * 10pcs

keys * 2pcs

Seal ring(PG21):φ4-φ12mm * 2pcs

®

®

Note:

Tolerance：±2mm

ROHS 3.0 and REACH Compliant

Storage Temperature:-40℃-+75℃

Operation Temperature:-40℃-+75℃

PACKING:1pc/box+label

2
5

7



page 2 of 2

CUSTOMER

PRODUCT NAME

DRAWNBY CHECKBY APPOBY DATE

ITEM NO.

UNIT MM

REV.DATEBY CHK REVISION RECORD MODIFICATIONS

V0NEW

SYNERGY21

manufacture

 country:
CHINA
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2022-05-16

S215582

Fiber Optic Distribution

Box

6 mounting blocks for LC Quad

/SC Duplex adapter installation

Splicing tray with 2 * 12 core

Splicing holder, Crimping Type

One IN is PG13.5 (Seal options)

Two OUT is PG21 (Seal options)‐ IP55 

‐ Maximum of LC adaptor is 24 cores while 12 cores is the maximum for SC adaptor. 

‐ Product Material: ABS+PC, UL94 V2, Light gray (RAL7035)

‐ Product Weight(kg): 0.9‐1 kg

‐ Product dimensions (HxWxD) in mm: 257x193x60 mm

‐ Product Packaging size in mm: 570x415x355 mm (20 pcs)
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