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REVISION RECORD MODIFICATIONSBY CHK DATE REV.

DATEAPPOBYCHECKBYDRAWNBY

MMUNIT

ITEM NO.

PRODUCT

NAME

CUSTOMER

A2023-01-04

2023-01-04

S216354V2

manufacture

 country:
china

SYNERGY 21

SYNERGY 21 SYNERGY 21 SYNERGY 21

REMARKQT'YSPECIFICATION STANDARDPARTS NAMENO.

MATERIAL LIST:

1

2

3

4

5

6

IDC TERMINAL FOR 22-26AWG CABLE

LABEL COLOR CODE T568A/B

IDC PIN PHOSPHOR BRONZE & TINNED

PCB 1.0mm UL 94V0

RJ 45 Plug 8P8C GOLD PLATED

7

MODULAR COVER PC with label color code T568A/B

1

2

8

1

1

8

1Housing zinc alloy

Dust cap8 Polycarbonate black 1

8.RoHS 3.0 AND REACH Compliant

NOTE:

9.PACKING:1PCS/PE BAG+Copper foil*1pcs

1.100% OPEN  SHORT & MISS WIRE TEST;

2.Solid cable:1/22AWG(0.65mm)-1/26AWG(0.4mm) ID:0.8mm-1.6mm

3.Standard cable:7/0.2mm 24AWG-7/0.16mm 26AWGID:0. 9mm-1.2mm

4.Cable OD:5.5-8.5mm

5.25/40 Gigabit-Ethernet compliant (IEEE 802.3an)

6.PoE per IEEE 802.3af,PoE+ per IEEE 802.3at, PoE++per

IEEE802.3bt

7.Channel Link Test ISO 11801 Channel Class I 30m
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Cat 8.1/ClassⅠ Field Installable RJ 45

shielded Connector Toolless screw Type upwards

openable
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