Low Voltage Inductive Cou
LICU 15A, 30A, 63A, 150A

pling Unit

Features
-Inductive coupling
unit for injection of
the PLC signal into
the powerline.
-RoHS compliant.

Electrical parameters

Dimensions

FERRITE BEADS DIMENSIONS
{see table)

Power Line Comunications

LICU 15A LICU 30A LICU 63A LICU 150A ]a
BNC Connector (P-1240-023) (P-1240-024) (P-1240-027) : .
Molex Connector (P-1240-012) (P-1240-013) (P-1240-020) "
Rated voltage 230V 230V 230V Under
Rated ﬁ'equency 50-60 Hz 50-60 Hz 50-60 Hz development LICU 15A LICU 30A LICU63A
Rated current (at  15A 30A 63A (specification A SREI S0 I VA [
B 20 mm 24 mm 30 mm
rated temp.) @ 40°C @ 40°C @ 40°C  underrequest) C 19mm 23mm 31,5mm
Material Ferrite Ferrite Ferrite D @65mm @10mm @13 mm
Climatic category HPF HPF HPF
(DIN 40040)
Cable length 1.5m 1.5m 1.5m [
. Extension cord 5C-01
Installation pLC also available (P-1240-015)
2 RECEPT, HOUSING
{HEU} l MOLEX 43645-0300
MV comx. LV coex. Electrical diagram
filter filter E
} J}L ) J Powerine E—-H
Medium Voltage Low Voltage 11 SOCKET E
Inductive Coupling Unit M‘?LV Inductive Coupling Unit
(MiICU) i {ucu)y FERRITE
BEADS
1 Freq. Insertion losses (dB)
Insertion losses (MHz)  LICU 15A LICU 30A/63A
TETTT SR | i} T 1 0.5 21.271 4.369
' T3 = 21 17.338 2.563
: i k3 & 2 11.808 1162
Lo b : 4 3 9.048 0.935
T 5 5 6.437 0.988
fereedonnd 6 10 4.92 1.538
fordend = 7 15 5.153 2.275
i 8 20 5.792 3.059
freieeed ? s i 9 30 7.646 4.652
i ' i b 1050 10.041 6.136
Impedance response Freq. Impedance (W)
e S — (MHz)  LICU 15A LICU 30A/63A
S . busocheied ; ; 1 0.5 0.673 0.797
£ 2 1 3.062 3.764
Foed 3 2 6.114 7.542
eeed 4 3 18.254 22.780
— 5 5 30.476 38.118
e 6 10 58.444 72.164
R 7 15 82.186 100.337
- B 8 20 101.769 122.630
i i j2ii 9 30 130.431 152.131
10 50 153.229 170.324
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