---

### Material List:

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>HDMI Cable</td>
</tr>
<tr>
<td>2</td>
<td>Inner Mold</td>
</tr>
<tr>
<td>3</td>
<td>PVC Black</td>
</tr>
<tr>
<td>4</td>
<td>Label</td>
</tr>
<tr>
<td></td>
<td>No Dry Logo</td>
</tr>
</tbody>
</table>

---

### Notes:

1. Open the connector wire test.
2. Insulation resistance: 2000 Ω/m.
3. Contact resistance: 200 Ω.
5. HDMI 1.4, 4-Pin type, the pin gold plated. The shell gold plated.
6. HDMI 1.3, 4-Pin type, the pin gold plated. The shell gold plated.
7. HDMI 1.4, 10Gbps, Ethernet 1000 Mbps.
8. HDMI 1.4, 10Gbps, Ethernet 1000 Mbps.
9. HDMI 1.4, 10Gbps, Ethernet 1000 Mbps.
10. HDMI 1.4, 10Gbps, Ethernet 1000 Mbps.

---

### Diagram:

[Diagram of HDMI cable connections and labels]