Produktiibersicht

SFP-Transceiver

MICROSENS

Beschreibung

Ein GroBteil aller aktiver Netzwerkkomponenten wird
inzwischen mit modularen Ports flr die Aufnahme
optischer Transceiver ausgestattet. Fiir den Anwender
bedeutet dies die groBtmadgliche Flexibilitat bei der
Netzkonfiguration. Aufgrund des speziellen Aufbaus
kann die Installation sogar im laufenden Betrieb
durchgefiihrt werden (hot swap).

MICROSENS bietet ein breites Spektrum an steckbaren
Transceivern flr Applikationen wie SONET/SDH, Gigabit
Ethernet und Fibre Channel. Neben Multimode-
Versionen steht eine Reihe von SFPs fiir Monomode-
Anwendungen mit angepasstem optischen Budget zur
Verfligung.

Neben den Standard SFPs mit den Wellenlangen
850nm/1310nm/1550nm bietet MICROSENS spezielle
CWDM-Transceiver (Coarse Wave Division Multiplexing)
flr die Kapazitdtserweiterung bestehender
Glasfaserstrecken an. Eine einfache WDM-Ausflhrung
ermdglicht die bidirektionale optische
Datenlbertragung Uber eine einzelne Monomode-
Glasfaser (simplex).

Neben Transceivern flir das Medium Glasfaser sind flr
Gigabit Ethernet Applikationen spezielle SFPs mit
Kupferanschluss verfiigbar.

Eigenschaften

Data rates from 100 Mbps up to 4 Gbps
Compatible with the SFP specification version 5.4

8 \ersions for duplex and simplex transmissions

(WDM)

s Option ,D" for digital diagnostic functions with

detailed status information via the network
management

Installable during operation (hot swap)

Optional extended temperature range -40 .. +85° C
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Bestell-Bezeichnung

Beschreibung Art.-Nr.

Transceiver Copper SFP, RJ-45 connector , Gigabit Ethernet 1000Base-T, 3V MS100090
autonegotiation

SFP Fast Ethernet Transceiver MM 1310nm Multimode, LC connector MS100190
SFP Gigabit Ethernet Transceiver 1,25GB & 1.0625GB, 850nm Multimode LC MS100200
SFP Gigabit Ethernet Transceiver 1,25GB & 1.0625GB, 1310nm Monomode LC 25km MS100211
SFP Gigabit Ethernet Transceiver 1,25GB & 1.0625GB, 1550nm Monomode LC 50km MS100213
SFP Gigabit Ethernet Transceiver 1,25GB & 1.0625GB, 1550nm Monomode 80km MS100214
SFP Gigabit Ethernet Transceiver 1,25GB & 1.0625GB, 1550nm Monomode 120km MS100215
SFP Pluggable Transceiver, Double Rate Fibre Channel, 2125MB 850nm Multimode MS100240
1x/2x Fibre Channel 1,0625..2,125 GBit/s, Monomode 1310nm, 21 dB, 50 km MS100242
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