
Model No.: DP1S / DP2S / DP3S

DALI Touch Panel

Subordinate New Brand



Adopt DALI standard protocol IEC62386. Powered by DALI bus, digital tube display, 

1. Support DALI standard protocol IEC62386-102, 207, 209.

3. Support 4 control modes: scene, grouping, unicast and broadcast.

6. Powered by DALI Bus.

2. Parameters

1. Features

Model No.

Power Supply

DALI Bus Standard

Output Signal

Controlling Type

Standby Current

Working Temp.

Weight

DP1S DP2S

DALI Power

 IEC62386

 DALI Signal

 

 

<4mA@16V

 -10~40°C

 145g

DP3S

RGB(DT8 type: xy coordinates)

CCT(DT8 type: Tc)Dimming(DT6)
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DALI Dimming Touch Panel (DT6) Model No.: DP1S
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Model No.: DP3S

Model No.: DP2S

Color Slider

CCT Slider/

Scenes

Dimming
slider

DALI 3 in 1 Touch Panel (DT8)

DALI Color Temp. Touch Panel (DT8)



Adjust color temperature.

Master ON: 

Zone on (1-4): 

Master OFF:

Zone OFF (1-4): 

are selected.



M

display DP3-DP5, press ▲ ▼

4.3 DALI unicast address, group address and broadcast address      
4.3

M

RGB dimming control mode (DT8 type: x-y)

Unicast address, 

Group address,

Broadcast address, 

display

M 

Unicast address 

or Group address 

or Broadcast 

address.

M



Unicast address: 

▲ or ▼

long press can quickly adjust.

For example:

Panel set unicast 
address

Unicast addresses corresponding
to the 4 groups

Zone-1 Zone-2 Zone-3 Zone-4

001 002 003 004

062 063 000 001

Group address: 

▲ or ▼

DALI panel, long press can quickly adjust.

For example:

Panel set group 
address

Group addresses corresponding
to the 4 groups

Zone-1 Zone-2 Zone-3 Zone-4

01 02 03 04

14 15 00 01
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▲ or ▼

For example:

DP1S DP2S DP3S

: Scenes 01

: Scenes 02

: Scenes 03

: Scenes 04

A

B

C

D

: Scenes 14

: Scenes 15

: Scenes 00

: Scenes 01

A

B
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: Scenes 14

: Scenes 15

: Scenes 00

: Scenes 01

A

B

: Scenes 14

: Scenes 15

: Scenes 00
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: Scenes 01

: Scenes 02

: Scenes 03

: Scenes 04
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: Scenes 01

: Scenes 02

: Scenes 03

A

B
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DA1 DA2DA1 DA2

L N

Input: AC100~240V

DALI 2 DALI 1

Working Temperature: -20~60°C

Indicator

DALI Bus Power Supply

Input: AC100~240V

DALI bus power supply 

DALI 5 in 1
LED Controller (DT8)

DALI Lamps

Model No.: DL-X



out to dismantle it.

Made in China

Dismantle


